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PRODUCT NAME: CONTACT CEMENT CLEAR HMIS CODES: HF R P
PRODUCT CODE: TP--878 2 3 @H

SECTION 1 - MANUFACTURER IDENTIFICATION ==ssosommmsmsisesssiz

MANUFACTURER? S NAME: LANCO MFG. CORP.

ADDRESS URB. APONTE #5
SAN LORENZD, PUERTO RICO
aa754
EMERGENCY PHONE : (787) 736-4200 DATE PRINTED : B1/21/04
INFORMATION PHONE =@ (787) 736—4c2@@ NAME OF PREPARER 2 LANCO MFG. CORP.
= GSECTION II - HAZARDOUS INGREDIENTS/SARA III INFORMATION ====mmmesme
VAPOR PRESSURE WEIGHT
REPORTABLE CIMPONENTS ‘ RS NMIER an Hg @ TEWP PERCENT
# HEXANE 118-54-3 k=) o8 F 3.0
DSHA PEL: 508 PPM, ACGIH TLV: 5@ PPN, OTHER: N/A
2 PROPANONE 67641 185.3 o0 r
OSHA PEL: 1088 PPM, ACGIH TLV: 750 PPN, DTHER: N/A
¥ METHYLBENZENE 183-88-3 i & 16,9
DSHA PEL: 108 PPM, ACGIH TLV: 5O PPM, DTHER: N/A
POLYCHLOROPRENE 126933
PDLYCHL DROPRENE 14807-96-6
PHENOLIC RESIN N/A 8 ]
0SHA PEL: N/R, ACEIH TLV: 10 sg/ad, OTHER: N/A
# 2-BUTANONE 78-93-3 74 68 1.4
0SHA PEL: N/R, ACGIH TLV: 200 PPM, OTHER: N/A
MAGNESIIM OXIDE 1389-48-4 9 8

OSHA PEL: 5(1@)ag/a3, ACEIH TLV: S5(18)ap/ud

¥ [ndicates toxic chesical(s) subject to the reporting requirements of section 313 of Title [II and of 40 CFR 3/2.

SECTION 111 - PHYSICAL/CHEMICAL CHARACTERISTICS ===
BOILING RANGE: 133 F - 5792 deg F SPECIFIC GRAVITY (H20=1): @a. 82
VAPOR DENSITY: HEAVIER THAN AIR EVAPORATION RATE: SLOWER THAN ETHER
COATING V.0.C. : S5.36 1lb/gl MATERIAL V.0.C. s 5.36 1b/gl

SOLUBILITY IN WATER: NON SOLUBLE
APPEARANCE AND ODOR: SOLVENT 0ODOR

SECTIDN 1V - FIRE AND EXPLOSION HAZARD DATA =
FLASH POINT: 2@ F METHOD USED: TCC
FLAMMABLE LIMITS IN AIR BY VOLUME- LOWER: 1.2 UPPER: 12.8

EXTINGUISHING MEDIA: FOAM, CO&, DRY CHEMICAL, WRATER FOG

SPECIAL FIREFIGHTING PROCEDURES
RESPIRATORY EGUIPMENY SHOULD BE WORN TO AVOID INHALAYION OF CONCENTRATED VAPOR.WATER SHOULD NOT BE USED EXCEPT AS FOG T KEEP NEARBY

CONTAINERS COMR.

UNUSUAL. FIRE AND EXPLOSION HAZARDS
EXTREMELY FLAMMABLE. VAPORS MAY IGNITE EXPLOSIVELY AND/OR CAUSE FLASH FIRES. ELIMINATE SOURCES OF IGNITION. NO SMOKING. UEE ADEGIME
CRUSS VENTILATION SUFFICIENT TO REMOVE ODOR (X SIBVENT AND VAPORS.

= SECTION V - REACTIVITY DATA S=comsmcsmmmismsmmmes
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STABILITY: STRABLE
CONDITIONS TO AVOID
EXCESSIVE HEAT, POOR VENTILATION, CORROSIVE ATMISPHERES, EXCESSIVE AGING.

INCOMPATIBILITY (MATERIALS TO AVOID)
STRONG OXIDIZING AGENTS, STRONG ACIDS AND OXTDLZING MATERIALS, ALKALINE MATERIALS.

HRZARDOUS DECOMPOSITION OR BYPRODUCTS
CARBON MONOXIDE, CARBIN DIOXIDE,AND DXIDES OF NITROGEN.

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR

SECTION VI - HEALTH HAZARD DATA

INHALATION HEALTH RISKE AND SYMPTOMS OF EXPOSURE
ACUTE SIGNS (OF OVEREXPOSURE COILD BE HEADACHS, DIZZINESS NAUSER, UPRER RESPIRATORY DRYNESS OR IRRITATION, DROMSINESS, MENTAL O:PRESION

DR NARCOSIS.

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE
EYE CONTACT: SEVERE IRRITATION, YEARING, REDNESS AND BLURRED VISUIN,

SKIN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
SKIN CONTACT: CAN DRY AND DEFEAT SKIN CAUSING CRACKS, TRRITATION,AND DERMATITIS.

INGESTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
INGESTION: CAN CAUSE GASTROINTESTINAL IRRITATION, VOMITING, NAUSER, AND DIARREA.

HEALTH HAZARDS (ACUTE AND CHRONIC)

[NHALATION-DIZZYNESS, BREATHING DIFFICILTY, HEADACHES, LOSS OF COURDINATION. EYE CONTACT-SEVERE IRRITATION, TEARING, REONESH, AND
BLURRED VISIDN. SKIN CONTRCT- CAN DRY AND DEFEAT SKIN CAUSING CRACKS, IRRITATION AND DERMITITIC. INGESTION-CAN CAUSE BASTROINTESTINAL
IRRITATION, VOMITING NAUSER, DIARRHEA. NO CHRONIC HERLTH EFFECTS.

CARCINOGENICITY: NTP CARCINOGEN: No IARL MONOGRAPHS: No O5HA REGULATED: No
NONE

MEDICAL CONDITIONS BENERALLY AGGRAVATED BY EXPOSURE
ANESTHESTA, RESPIRATORY TRACT IRRITATION, DERMITITIS, NAUSER, VIMITING.

EMERGENCY AND FIRST AID PROCEDURES

INSALATION OVEREXPOSURE - MOVE PERSON T FRESM AIR. [F BREATHING 31003, APPLY ARTIFICIAL RESPIRATION AND SEREX [MMEDIATE MEDILAL
ATENTION. EYE CONTRCT- FLUSH WITH LARGE DUANTITIES OF MWATER FOR 15 MINUTES. SKIN CONTRCT- WASH THORDUGHLY WITH SDAP AND WHIER ANB SEE A
DOCTOR. INGESTION DO NOT INDUCE VOMITING, CAN CAUSE CHEMICAL PHEUMONITIS AND PULMONARY EDEMA. CONTACT PHYS(CAL [MM=0IATELY.

== SECTION VII - PRECAUTIONS FOR SAFE HANDLING AND UYE =msssosswmsmsmsms

STEPS TO BE TAKEN IN CASE MATERIAL 15 RELEASED DR SPILLED
REMOVE SOURCES OF IGNITIONS, PROVIDE GOOD VENTILATION, DIKE SPILL ARCA ADD ABEORBENT EARTH OR SAWDUST TO SPILLED LIGAND. THORDRHY WY
W/ WATER AND MIX.

WASTE DISPOSAL METHOD
COLLECT ABSORBENT/ WATER/ SPILLED LIGUID MIXTURE INTO METAL CONTAINEKS AND ADD ENDUGH WATER TD COVER. CONGILY LOCAL, STAIE & FEDERA
HAZARDOUS WASTE REGULATION BEFORE DISPOSING INTO APPRIVED HAIARDIRES WASTED LANDFILLS. f1BEY RELEVANT LAW.

PRECAUTIONS TO BE TAKEN IN HANDILINGE RND STORING
KEEP CONTAINERS CLOSED WHEN NOT IN USE. STURE 58-935 F Q0T OF SN, HUSE ADRQUATE VENTILATION TO AVOID BREATHING VAR WEN COVER -MIVED,

KEEP AWAY EXESSIVE HERT AND OPEN FLAMES.

OTHER PRECAUTIONS
GROUND ALL EGUIPMENT WHEN HANDLING FLAMMABLE SOLVENT BURNE MATERIALS. SMOKING IN AREA WHERE THIS WATERIAL 16 USED SHIAKD BE STROONLY
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PROHIBITED.

=ma= SECTION VIII -~ CONTROL MEASURES =

RESPIRATORY PROTECTION
WHEN SPRAYING THIS MATERIAL USE A NIDSH APPROVED CARTRIDGE RESPIRATOR OR BAS MASK SUITABLE TO KEEP AIRBORNE MISTS AND VARUR
CONCENTRATIONS BELOW THE TIME WEIGHTED THRESHOLD LIMIT VALUES. MEN USING IN POORLY VENTILATED AND CONFINED SPACES, USE A FRESHHAIR

SUPPLYING RESPIRATOR DR A SELF- CONTRINED BREATHING APPARATUS.

VENTILATION
SUEFFICIENT TD KEEP WORKROOM CONCENTRATION BELOW TLV. VENTILATION ERUIP. MUST BE EXLPOSION PRODE.

PROTECTIVE GLUOVES
CHEMICALS RESISTANT GLOVES.

EYE PROTECTION
Sk CHEMICAL SAFETY GLASSES, GOBGLES, AND FRCESHIELDS FOR EYE PROTECTION.

OTHER PROTECTIVE CLOTHING 0OR EMHIIPMENT
USE IMPERMEABLE APRONS AND PROTECTIVE CLOTHING WHENEVER POSGIBLE 0 PREVENT SKIN CONTACT. THE USE DF HEAD CAPS WHENEVER POESIBLE 14

STRONGLY RECOMMENDED.

WORK/HYGIENIC PRACTICES
£YE WASHES AND SAFETY SHOWERS IN THE WORKPLACE [5 RECOMMENDED.

SECTION IX - DOT TRANSPORT INFORMATION ==

PROPER SHIPPING NAME
Rdhesives,Containing a Flasmable Liquid.

HAZARD CLASS
3

LIN NUMBER
IN1133

PACKING GROUP
1

SECTION X - DISCLAIMER

The inforsation contained herein is based on data believed by this company to be accurate, but we do not assuwe any liability for its
accuracy. MWe neither supgest nor guarantee that any hazards mentioned are the only ones which exist. The sanner of thal use and
whether there is any infringesent of patents is the sele responsibility of the user.



